
HY8-15K 系列一体机用户手册 User Manual REV:B

1

HY8-15K 系列

一体机用户手册

All-in-One ESS Cabinet User Manual

---更安全可靠的绿色能源系统服务商---

---More Safe and Reliable Manufacturer of Green Energy System---



HY8-15K 系列一体机用户手册 User Manual REV:B

2

更新记录

Update Record

版本

Version

描述

Description

日期

Date

承认状态

Approved

B
新版本

Version B
2023.05.11 周勇

目录



HY8-15K 系列一体机用户手册 User Manual REV:B

3

Content

一体机用户手册 ALL-IN-ONE ESS CABINET MANUAL ............................................................................. 1

1.术语定义 DEFINITION ..........................................................................................................................................1

2.适用范围 APPLICATION RANGE ...........................................................................................................................1

3.产品性能指标 PRODUCT PERFORMANCE INDEX ................................................................................................ 3

3.1 型号说明 MODEL DESCRIPTION： ...........................................................................................................................3
3.2 三相高压箱参数表 3 PHASE HV CONTROLLER BOX PARAMETER ................................................................................. 5
3.3 单相高压箱参数表 SINGLE PHASE CONTROLLER BOX PARAMETER .............................................................................. 8
3.4 电池箱参数表 BATTERY BOX PARAMETER ..............................................................................................................11

4.通用安全 SAFETY NOTICE ..................................................................................................................................14

4.1 声明 STATEMENT .................................................................................................................................................14
4.2 危险 DENGEROUS WARNING .................................................................................................................................. 15
4.3 人身安全 PHYSICAL SAFETY .................................................................................................................................. 15
4.4 人员要求 STAFF REQUIREMENT .............................................................................................................................16

5.电气安全 ELECTRICAL SAFETY ........................................................................................................................... 16

5.1 接地要求 GROUNDING REQUIREMENT ....................................................................................................................16
5.2 常规要求 GENERAL REQUIREMENT ........................................................................................................................ 16
5.3 布线要求 WIRING REQUIREMENT .......................................................................................................................... 17
5.4 安装环境要求 INSTALLATION ENVIRONMENT REQUIREMENTS ................................................................................... 17

6.机械安全 MACHINERY SAFETY .......................................................................................................................... 18

6.1 钻孔安全 DRILLING HOLE SAFETY .......................................................................................................................... 18
6.2 搬运重物安全 HEAVY LIFTING SAFETY ...................................................................................................................18
6.3 调试安全 DEBUGGING SECURITY ........................................................................................................................... 19
6.4 维护和更换 MAINTENANCE AND REPLACEMENT ..................................................................................................... 19

7.基本特征 FEATURE ............................................................................................................................................20

7.1.工作模式 WORKING MODEL ................................................................................................................................. 20

工作模式:自发自用(带光伏电源)SELF-GENERATING AND USE WITH PV .........................................................20

8.电气连接 ELECTRICAL CONNECTION ................................................................................................................ 22

8.1 光伏连接 PV CONNECTION ...................................................................................................................................22
8.2 电网连接 GRID CONNECTION ............................................................................................................................... 25
8.3 EPS 连接(负载连接) LOAD CONNECTION ..............................................................................................................26

9. 设置 SETTING ..................................................................................................................................................30

9.1 控制面板 CONTROL INTERFACE ............................................................................................................................30
9.2 LED 指示灯状态说明 LED INDICATOR STATUS DESCRIPTION .................................................................................... 30
9.3 快速设置指南 FAST SETTING ..............................................................................................................................31

10. 显示及设置参数详细介绍 DISPLAY AND SETTING PARAMETERS ................................................................34

10.1 LCD 显示 LCD DISPLAY ....................................................................................................................................... 34
10.2 设置 SETTING ...................................................................................................................................................41

11. 故障诊断 FAULT DIAGNOSIS ........................................................................................................................ 49



HY8-15K 系列一体机用户手册 User Manual REV:B

1

1. 术语定义

Definition
危险

Danger

表示如不避免则将会导致死亡或严重伤害的具有高等级风险的危害。

Indicates a hazard with a high level of risk that will result in death or serious injury if not avoided.

警告

Warning

表示如不避免则可能导致死亡或严重伤害的具有中等级风险的危害。

Indicates a hazard of moderate risk that, if not avoided, may result in death or serious injury.

注意

Notice

表示如不避免则可能导致轻微或中度伤害的具有低等级风险的危害。

Indicates a hazard with a low level of risk that may cause minor or moderate injury if not avoided.

须知

Notice

用于传递设备或环境安全警示信息。如不避免则可能会导致设备 损坏、数据丢失、设备性能降低或其它不

可预知的结果。“须知”不涉及人身伤害。

Transmits device or environment safety warning information. If not avoided, the situation may result in

equipment damage, data loss, performance deterioration, or unanticipated results. Notice Does not involve

personal injury.

说明

Description

对正文中重点信息的补充说明。“说明”不是安全警示信息，不涉及人身、设备及环境伤害信息。

Provides supplementary information about the key information in the main text. Note is used to address

information not related to personal injury, equipment damage, and environment damage.

专业人员

Technician

拥有培训或操作设备经验，能清楚设备安装、操作、维护过程中潜在的各种危险来源和危险量级的人。

Have experience in training or operating equipment, and know the potential sources and magnitude of hazards

during installation, operation, and maintenance of equipment.

已培训人员

Trained

Person

经过相应的技术培训而且具有必要经验的人员，能意识到在进行某项操作时可能给他带来的危险，并能采

取措施将对他 自身或其他人员的危险减至最低限度。

A person who has the appropriate technical training and the necessary experience is aware of the risk that may

be posed to him in performing an operation and can take steps to minimize the risk to himself or other personnel.

操作人员

Operation

Staff

除已培训人员、专业人员以外的可能接触到设备的操作人员。

Other than trained personnel and professional personnel who may come into contact with the equipment.

2. 适用范围

Application Range

本用户手册详细描述了 HY8-15K 系列一体机产品的性能指标以及产品使用条件及风险警示。

This user manual describes the performance specifications, operating conditions, and warnings of the

HY8-15K All-in-One ESS Cabinet series.

本用户手册仅适用于 HY8-15K 系列一体机产品。

This user manual is applicable only to the HY8-15K series All-in-One ESS Cabinet.
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HY8-15K 系列一体机产品由光伏储能混合逆变器、储能电池模块、无线通讯模块或显示屏组成，接入

光伏可组成光伏发 电与系统，主要功能是将光伏和电池的直流电转换为交流电输出给负载供电。系统搭配

EMS(能量管理系统)、BMS(电池管理系统)，实现对 HY8-15K 的数据监控、预警和控制。

HY8-15K series All-in-One is composed of photovoltaic energy storage hybrid inverter, energy storage

battery module, wireless communication module or display screen. Connected to solar panel, photovoltaic power

generation and system can be formed. The main function is to convert direct current of photovoltaic and battery

into alternating current and output power to load. The system is equipped with EMS(energy management system)

and BMS(battery management system) to realize data monitoring, early warning and control of HY8-15K.

系统可用于离网系统和并网系统，适用于家庭用户、小型农业、小型商业和电动汽车充电等多种应用

场景。

The system can be used in Off-Grid and On/Off Grid Hybrid Solar systems, suitable for home users,

small agriculture, small business, electric vehicle charging and other application scenarios.

Charging Pile All-in-One ESS Cabinet

Solar Panel

Distribution

Box

Electricity MeterLoad

Public City Grid
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3. 产品性能指标

Product Performance Index

3.1型号说明：

Model description

产品型号

Model

型号说明

Model Description

HY7K-15KWH-S

装配 7KW 高压箱、15KWH 电池组、单相输出的一体机

Equipped with 7KW Controller box, 15KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY7K-20KWH-S

装配 7KW 高压箱、20KWH 电池组、单相输出的一体机

Equipped with 7KW Controller box, 20KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY7K-25KWH-S

装配 7KW 高压箱、25KWH 电池组、单相输出的一体机

Equipped with 7KW Controller box, 25KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY7K-30KWH-S

装配 7KW 高压箱、30KWH 电池组、单相输出的一体机

Equipped with 7KW Controller box, 30KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY8K-15KWH-S

装配 8KW 高压箱、15KWH 电池组、单相输出的一体机

Equipped with 8KW Controller box, 15KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY8K-20KWH-S

装配 8KW 高压箱、20KWH 电池组、单相输出的一体机

Equipped with 8KW Controller box, 20KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY8K-25KWH-S

装配 8KW 高压箱、25KWH 电池组、单相输出的一体机

Equipped with 8KW Controller box, 25KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY8K-30KWH-S

装配 8KW 高压箱、30KWH 电池组、单相输出的一体机

Equipped with 8KW Controller box, 30KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY8K-20KWH-T

装配 8KW 高压箱、20KWH 电池组、三相输出的一体机

Equipped with 8KW High Voltage Controller box, 20KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY8K-25KWH-T

装配 8KW 高压箱、25KWH 电池组、三相输出的一体机

Equipped with 8KW High Voltage Controller box, 25KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY8K-30KWH-T

装配 8KW 高压箱、30KWH 电池组、三相输出的一体机

Equipped with 8KW High Voltage Controller box, 30KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY8K-35KWH-T

装配 8KW 高压箱、35KWH 电池组、三相输出的一体机

Equipped with 8KW High Voltage Controller box, 35KWh battery pack, 3-phase output

All-in-One ESS Cabinet
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HY9K-15KWH-S

装配 9KW 高压箱、15KWH 电池组、单相输出的一体机

Equipped with 9KW Controller box, 15KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY9K-20KWH-S

装配 9KW 高压箱、20KWH 电池组、单相输出的一体机

Equipped with 9KW Controller box, 20KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY9K-25KWH-S

装配 9KW 高压箱、25KWH 电池组、单相输出的一体机

Equipped with 9KW Controller box, 25KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY9K-30KWH-S

装配 9KW 高压箱、30KWH 电池组、单相输出的一体机

Equipped with 9KW Controller box, 30KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY10K-15KWH-S

装配 10KW 高压箱、15KWH 电池组、单相输出的一体机

Equipped with 10KW Controller box, 15KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY10K-20KWH-S

装配 10KW 高压箱、20KWH 电池组、单相输出的一体机

Equipped with 10KW Controller box, 20KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY10K-25KWH-S

装配 10KW 高压箱、25KWH 电池组、单相输出的一体机

Equipped with 10KW Controller box, 25KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY10K-30KWH-S

装配 10KW 高压箱、30KWH 电池组、单相输出的一体机

Equipped with 10KW Controller box, 30KWh battery pack, Single-phase output

All-in-One ESS Cabinet

HY10K-20KWH-T

装配 10KW 高压箱、20KWH 电池组、三相输出的一体机

Equipped with 10KW High Voltage Controller box, 20KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY10K-25KWH-T

装配 10KW 高压箱、25KWH 电池组、三相输出的一体机

Equipped with 10KW High Voltage Controller box, 25KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY10K-30KWH-T

装配 10KW 高压箱、30KWH 电池组、三相输出的一体机

Equipped with 10KW High Voltage Controller box, 30KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY10K-35KWH-T

装配 10KW 高压箱、35KWH 电池组、三相输出的一体机

Equipped with 10KW High Voltage Controller box, 35KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY12K-20KWH-T

装配 12KW 高压箱、20KWH 电池组、三相输出的一体机

Equipped with 12KW High Voltage Controller box, 20KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY12K-25KWH-T

装配 12KW 高压箱、25KWH 电池组、三相输出的一体机

Equipped with 12KW High Voltage Controller box, 25KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY12K-30KWH-T 装配 12KW 高压箱、30KWH 电池组、三相输出的一体机
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Equipped with 12KW High Voltage Controller box, 30KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY12K-35KWH-T

装配 12KW 高压箱、35KWH 电池组、三相输出的一体机

Equipped with 12KW High Voltage Controller box, 35KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY15K-20KWH-T

装配 15KW 高压箱、20KWH 电池组、三相输出的一体机

Equipped with 15KW High Voltage Controller box, 20KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY15K-25KWH-T

装配 15KW 高压箱、25KWH 电池组、三相输出的一体机

Equipped with 15KW High Voltage Controller box, 25KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY15K-30KWH-T

装配 15KW 高压箱、30KWH 电池组、三相输出的一体机

Equipped with 15KW High Voltage Controller box, 30KWh battery pack, 3-phase output

All-in-One ESS Cabinet

HY15K-35KWH-T

装配 15KW 高压箱、35KWH 电池组、三相输出的一体机

Equipped with 15KW High Voltage Controller box, 35KWh battery pack, 3-phase output

All-in-One ESS Cabinet

3.2三相高压箱参数表

3 Phase High Voltage Controller Box Parameter

型号

Model

HY8K-（）

-T
HY10K-（）-T HY12K-（）-T HY15K-（）-T

电池接口

参数

Battery

Interface

Parameter

电池电压范围(V)

Battery Voltage Range(V)

125~600

最大电池电流(A)

Max Battery Current(A)

50

最大充放电功率(W)

Max Charge/Discharge

Power(W)

10400 13000 14400 16500

光伏接口参

数

PVMPPT

Parameter

最大直流输入电压(V)

Max DC Input Voltage(V)
1000

MPPT 工作电压范围(V)

MPPTWork Voltage Range(V)
125~850

启动电压(V)

Start Voltage(V)
125

最大输入电流(A)

Max Input Current(A)
13/13A 13/13A 13/13A 26/26A

最大直流输入功率(W)

Max DC Input Power(W)
11400 13000 15600 19500

最大短路电流*MPPT 路数

Max Short Circuit Current *
MPPT ConnectQuantity

16 16 16 16

MPPT 输入路数

MPPTTracker(Strings)
2 2 2 2

每路 MPPT 输入路数

EveryMPPTInputStrings
1/1 1/1 1/1 2/2
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交流侧并网

参数

ACsideOn

Grid

Parameter

额定输出功率(VA)

Rated Output Power(VA)
8000 10000 12000 15000

最大输出功率(VA)

Max Output Power(VA)
8800 11000 13200 16500

最大输入功率(VA)

Max Input Power(VA)
17600 22000 26400 30000

最大输出电流(A)

Max Output Current(A)
12.7 15.8 19 23.8

最大输入电流(A)

Max Input Current(A)
26.8 33.4 40 43

最大功率(W)

Max Power(W)

8000 10000 12000 15000

额定输出电压(V)

Rated Output Voltage(V)
400V，3W+N+PE

额定频率(Hz)

Rated Frequency(Hz)

50Hz/60Hz

电流谐波失真

(@额定功率)

Current Harmonic Distortion
(@ Rated Power)

＜3%

功率因数

Power Factor
~1 (-0.8~0.8 可设置 Can Set)

交流侧离网

参数

ACSideOff

Grid

Parameter

额定输出功率(VA)

RatedOutputPower(VA)

8000 10000 12000 15000

最大输出功率(VA)

MaxOutputPower(VA)

8800 11000 13200 16500

额定输出电压(V)

RatedOutputVoltage(V)

400V,3W+N+PE

额定频率(Hz)

RatedFrequency(Hz)

50Hz/60Hz

电流谐波失真(@额定功率)

Current Harmonic Distortion

(@ Rated Power)

＜3%

最大效率

MaxEfficiency

97.9% 98.2% 98.2% 98.5%

欧洲效率

EuropeEfficiency

97.2% 97.5% 97.5% 97.6%

MPPT 效率 99.5% 99.5% 99.5% 99.5%

电池充放电效率

BatteryChargeandDischarge

Efficiency

97.5% 97.5% 97.6% 97.8%

机械参数

Dimension

andWeight

长宽高(mm)

Dimension(mm)
640*400*870

重量(Kg)

Weight(kg)
66.6 67.6 68.6 73.6

接口参数

Connect

Port

Parameter

人机交互

Man-Machine Interaction

显示屏或APP二选一

CanchooseBigDisplayScreentypeorAPPtype

BMS 接口

BMSConnectPort

CAN

CAN
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电表通讯接口

ElectricityMeterCommunication

Port

RS485

云端通讯接口

CloudCommunicationPort

WIFI 或者 WAN

WIFI or WAN

基本参数

Basic

Parameter

防护等级

WaterproofLevel

IP20

工作温度

WorkingTemperature

-20~55℃

相对湿度

WorkingHumidity

0~100%

工作海拔

WorkingAltitude

海拔 2000m 不降额

0-2000m

冷却方式

CoolingWay

风冷

CoolingFans

噪音

Noise

≤25dB

安装方式

InstallationWay

堆叠

Stackable

保护功能

Protection

Function

防孤岛保护

Anti-IslandProtection

有

Yes

光伏输入接反保护

PVInputConnectReversely

Protection

有

Yes

电池输入接反保护

Battery Input Connect

Reversely Protection

有

Yes

绝缘阻抗检测

Insulation Impedance

Detection

有

Yes

残余电流检测

Residual Current Detection

有

Yes

PV 输入过压过流过功率

PV Input Over-voltage

Over-power Protection

有

Yes

电池输入过压过流过功率

Battery Input Over-voltage

Over-power Protection

有

Yes

交流输出输入过压过流过功率

AC Output Input Over-voltage

Over -power Protection

有

Yes

过温保护 有
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Over Temperature Protection Yes

逐波限流

CurrentLimitAccordingtoWave

有

Yes

基准电源故障保护

Reference Power False

Protection

有

Yes

3.3单相高压箱参数表

Single Phase Controller Box Specification

型号

Model
HY7K-（）-S HY8K-（）-S HY9K-（）-S HY10K-（）-S

电池接口

参数

Battery

Interface

Parameter

电池电压范围(V)

Battery Voltage

Range(V)

85~400

最大电池电流(A)

Max Battery

Current(A)

70

最大充放电功率(W)

Max Charge and

Discharge Power(W)

7400 8400 9400 10500

光伏接口参

数

PV MPPT

Connect

Port

Parameter

最大直流输入电压(V)

Max DC Input
Voltage(V)

500

MPPT工作电压范围(V)

MPPT Work Voltage
Range(V)

125~500

启动电压(V)

Start Voltage(V)

125

最大输入电流(A)

Max Input Current(A)

12A

最大直流输入功率(W)

Max DC Input
Power(W)

12000 16000

最大短路电流*MPPT路
数

Max Short Circuit
Current *MPPT Connect
Quantity

14.4

MPPT 输入路数

MPPTTracker(Strings)
4

每路 MPPT 输入路数

EveryMPPTInputStrings
1/1

交流侧并网

参数

ACsideOn

Grid

Specification

额定输出功率(VA)

Raged Output
Power(VA)

7600 8000 9000 10000

最大输出功率(VA)

Max Output
Power(VA)

8400 8800 9900 11000

最大输入功率(VA)

Max Input

9600 9600 12000 12000
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Power(VA)

最大输出电流(A)

Max Output
Current(A)

36.5 38.2 43 47.8

最大输入电流(A)

Max Input
Current(A)

40 40 50 50

最大功率(W)

Max Power(W)

9600 9600 12000 12000

额定输出电压(V)

Rated Output
Voltage(V)

175V-270V/230V，单相 Single Phase

额定频率(Hz)

Rated Frequency(Hz)

50Hz/60Hz(45-54.9HZ/55-65HZ)

电流谐波失真(@
额定功率)

Current Harmonic
Distortion (@ Rated
Power)

＜2%

交流侧离网

参数

ACsideOn

Grid

Specification

额定输出功率(VA)

Rated Output Power(VA)

7600 8000 9000 10000

最大输出功率(VA)

Maximum output

power (VA)

8400 8800 9900 11000

额定输出电压(V)

RatedOutputVoltage(V)

230V，单相 Single Phase

额定频率(Hz)

Rated Frequency(Hz)

60Hz

电流谐波失真(@额定功

率)

Current Harmonic

Distortion (@ Rated

Power)

＜2%

机械参数

Dimension

andWeight

长宽厚(mm)

Dimension(mm)
640*400*870

重量（Kg）

Weight(Kg)
75.6

接口参数

Connecter

Specification

人机交互

Man-Machine Interaction

显示屏或APP二选一

CanchooseBigDisplayScreentypeorAPPtype

BMS 接口

BMSConnectPort
CAN

电表通讯接口

ElectricityMeter

CommunicationPort

RS485

云端通讯接口

ElectricityMeter

CommunicationPort

WIFI 或者 WAN

WIFI or WAN
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基本参数

Basic

Parameter

防护等级

WaterproofLevel

IP20

工作温度

WorkingTemperature

-20~55℃

相对湿度

WorkingTemperature

0~100%

工作海拔

WorkingAltitude

海拔 2000m 不降额

0-2000m

冷却方式

CoolingWay

风冷

CoolingFans

噪音

Noise

≤25dB

安装方式

InstallationWay

堆叠

Stackable

保护功能

防孤岛保护

Anti-IslandProtection

有

Yes

光伏输入接反保护

PVInputConnect

ReverselyProtection

有

Yes

电池输入接反保护

Battery Input Connect

Reversely Protection

有

Yes

绝缘阻抗检测

Insulation Impedance

Detection

有

Yes

残余电流检测

Residual Current

Detection

有

Yes

PV 输入过压过流过功率

PV Input Over-voltage

Over-power Protection

有

Yes

电池输入过压过流过功

率

PV Input Over-voltage

Over-power Protection

有

Yes

交流输出输入过压过流

过功率

AC Output Input

Over-voltage Over

-power Protection

有

Yes

过温保护

Over Temperature

Protection

有

Yes
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逐波限流

CurrentLimitAccordingto

Wave

有

Yes

基准电源故障保护

Reference Power False

Protection

有

Yes

3.4电池箱参数表

Battery Box Parameter

型号

Model
HY-()-15KWH-() HY-()-20KWH-() HY-()-25KWH-() HY-()-30KWH-()

输入电池电压范围

Battery Voltage
120-175.2V 160-233.6V 200-292V 240-350.4V

电池组额定电压

Battery Rated Voltage
153.6V 204.8V 256V 307.2V

电池总数

Battery Module

Quantity

3 4 5 6

电池组尺寸（长*宽*高）

Battery Module

Dimention

640*400*685mm 640*400*895mm 640*400*1105mm 640*400*1315mm

整机尺寸

All in One ESS Cabinet

Dimention

640*400*1555mm 640*400*1765mm 640*400*1975mm 640*400*2185mm

单个电池电压范围

Battery Module Voltage

Range

40-58.4V

单个电池额定电压

Battery Module Rated

Voltage

51.2V

单个电池电量

Battery Module Power
5.12kwh

不含底轮电池尺寸

Battery Module

Dimension

（长*宽*高）

640*400*210mm

含底轮电池尺寸（长*宽*

高）

Battery Module

640*400*265mm（含底轮高度 55mm）
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Dimension with Holder

不含底轮电池净重

Battery Module Weight
46.9kg

含底轮电池净重

With Holder Weight
57.7kg

最大充/放电电流

Max Charge/Discharge

Current

40A/80A

电池类型

Battery Type
LiFePO4

通讯接口

Communication

Connecter

CAN

防护等级

Waterproof Level
IP20

运行温度

Operating Temperature
-15℃~55℃

噪音

Noise
＜30dB

说明

Description

每个电池组包含 1个含底轮的电池和若干个不含底轮的电池

Each battery pack contains one battery with a bottom wheel and several batteries

without a bottom wheel

3.5设备外观及接口说明

Device Appearance and Interface Description

代号

NO.

名称

Name

说明

Description

1

高压箱

High Voltage
Controller Box

电器件集成

Integration of electrical components

2
显示屏

Display Screen

人机界面

User Interface

3
堵头

Cover
Cover

4
空开

Breaker

直流保护器

DC Breaker

5 PV-
光伏接口-

PV Connecter Negative

7 Up Date
逆变器程序升级接口

Inverter Software Upgrade Connecter

8 CT
接 CT传感器

Connect CT Sensor

9 Stop
急停按钮

Stop

10 Start
启动开关

Start Switch
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11 PV+
光伏接口+

PV Connecter Positive

12 B+、B-
与电池总正、总负极连接

Connect with Battery Final Positive and Negative

13
对外接口

Output Connecter

柴油机、交流充电、放电接口

Diesel, AC, Load Connecter

对外接口

Output Connecter
说明

Description
PV1 PV1+:光伏 1 正极输入，PV1-：光伏 1 负极输入

PV1+: PV1 Positive Input, PV1- : PV1 Negative Input
PV2 PV2+:光伏 2 正极输入，PV2-：光伏 2 负极输入

PV2+: PV2 Positive Input, PV2- : PV2 Negative Input
Backup1 1:负载线 A 相，2:负载线 B 相，L:负载线 C 相，N:负载线零线，PE:负载线地线

1: Phase A of the load line, 2: Phase B of the load line, L: Phase C of the load line, N: Neutral line of the load line,
PE: Ground line of the load line

Backup2 1:负载线 A相，2:负载线 B相，L:负载线 C相，N:负载线零线， PE:负载线地线

1: Phase A of the load line, 2: Phase B of the load line, L: Phase C of the load line, N: Neutral line of the load line,
PE: Ground line of the load line

Grid 1:电网线 A相，2:电网线 B相，L:电网线 C相，N:电网线零线，PE:电网线地线

1: Phase A of the power grid, 2: phase B of the power grid, L: phase C of the power grid, N: neutral line of the
power grid, PE: ground line of the power grid

GEN 1:发电机 A相，2:发电机 B相，L:发电机 C相，N:发电机零线，PE:发电机地线

1: Generator A phase, 2: Generator B phase, L: Generator C phase, N: Generator neutral line, PE: Generator
ground wire
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4. 通用安全

Safety Notice

4.1声明

Statement

■在安装、操作和维护设备时，请先阅读本手册，并遵循设备上标识及手册中所有安全注意事项。

* When installing, operating, and maintaining the device, read this manual and follow the labels on the device and all safety

precautions in this manual.

■手册中的“须知”、“注意”、“警告”和“危险”事项，并不代表所应遵守的所有安全

事项，只作为所有安 全注意事项的补充。本司不承担任何因违反通用安全操作要求或违反设计、

生产和使用设备安全标准而造 成的责任。

* The "Notice", "Attention", "Warning", and "Danger" in this manual do not represent all the safety precautions to be followed.

They are only supplements to all the safety precautions. The Company does not accept any liability for the violation of general safe

operation requirements or for the violation of the design, production and use of equipment safety standards.

■本设备应在符合设计规格要求的环境下使用，否则可能造成设备故障，由此引发的设备功能异常或

部件损坏、人身安全事故、财产损失等不在设备质量保证范围之内。

* The device must be used in an environment that meets the design specifications. Otherwise, the device may fail, and the

resulting device function exceptions, component damage, personal safety accidents, and property losses are not covered by the

quality assurance.

■安装、操作、维护设备时应遵守当地法律法规和规范。手册中的安全注意事项仅作为当地法律法

规和规范的补充。

* Comply with local laws, regulations, and regulations when installing, operating, and maintaining the device. The safety

precautions in this document supplement local laws, regulations and regulations only.

发生以下任一情况时，本司不承担责任。

Our company shall not be resposible for any of the following situations:

■不在本手册说明的使用条件中运行。

* Do not operate under the conditions of use described in this manual.

■安装和使用环境超出相关国际或国家标准中的规定。

* Installation and use of environment outside the relevant international or national standards.

■未经授权擅自拆卸、更改产品或者修改软件代码。

* Disassemble or change the product or modify the software code without authorization.

■未按产品及文档中的操作说明及安全警告操作。

* Do not follow the operation instructions and safety warnings in the product and documentation.

■非正常自然环境(不可抗力，如地震、火灾、暴风等)引起的设备损坏。

* Equipment damage caused by abnormal natural environment (such as earthquake, fire, storm, etc.).

■客户自行运输导致的运输损坏。

* Transportation damage caused by customer's own transportation.

■存储条件不满足产品文档要求引起的损坏。

* Damage caused by storage conditions that do not meet product documentation requirements.
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4.2危险

Danger

■严禁在雷电、雨、雪、六级以上大风等恶劣天气下安装、使用和操作室外设备、线缆(包括但不限于

搬运设备、操作设备和线缆、插拔连接到户外的信号接口、高空作业、室外安装等)。

* Do not install, use, or operate outdoor equipment and cables (including but not limited to handling equipment, operating

equipment and cables, plugging and unplugging signal ports connected to the outdoors, working at heights, and outdoor installation)

in severe weather such as lightning, rain, snow, and strong winds above 6.

■ 安装完设备，应清除设备区域的空包装材料，如纸箱、泡沫、塑料、扎线带等。

* After installing the device, remove empty packing materials, such as cartons, foams, plastics, and cable ties, from the device

area.

■如发生火灾，应撤离建筑物或设备区域并按下火警警铃，或者拨打火警电话。任何情况下，严禁再

次进入燃烧的建筑物。

* In case of fire, evacuate the building or equipment area and press the fire alarm or call the fire alarm number. Do not

re-enter a burning building under any circumstances.

■严禁人为涂改、损坏或遮挡设备上的标识和铭牌。

* It is strictly prohibited to alter, damage or block the logo and nameplate on the equipment.

■安装设备时，需使用工具将螺钉按规范力矩拧紧。

*When installing the device, use a tool to tighten the screws to the required torque.

■充分熟悉 HY8-15K 的构成、工作原理，及项目所在国家/地区的相关标准。

* Fully familiar with the composition and working principle of HY8-15K, and relevant standards of the country/region where the

project is located.

■设备运输、安装过程中出现的油漆划伤，必须及时进行修补，严禁划伤部分长期暴露于室外环境。

* Paint scratches in the process of equipment transportation and installation must be repaired in time. Long-term exposure of

scratched parts to outdoor environment is strictly prohibited.

■请勿私自拆卸、改装 HY8-15K 一体机。

* Do not disassemble or modify the HY8-15K all-in-one machine without permission.

4.3人身安全

Physical Safety

■在设备操作过程中，如发现可能导致人身伤害或设备损坏的故障时，应立即终止操作，向负责人进

行报告，并 采取行之有效的保护措施。

* If a fault that may cause personal injury or device damage is found during operation, stop the operation immediately, report

the fault to the responsible person, and take effective protective measures.

■使用工具前，请掌握工具的正确使用方法，避免伤人和损坏设备。

* Before using the tools, learn how to use the tools correctly to avoid injury and device damage.

■在设备运行时，外壳温度较高，存在灼伤危险，请勿触碰。

* Do not touch the outer shell when the device is running at a high temperature, which may cause burns.
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4.4人员要求

Staff Requirement

■负责安装维护产品的人员，必须先经严格培训，了解各种安全注意事项，掌握正确的操作方法。

* The personnel responsible for product installation and maintenance must be trained to understand all safety precautions and

correct operation methods.

■只允许有资格的专业人员或已培训人员安装、操作和维护设备。

* Only qualified professionals or trained personnel are allowed to install, operate, and maintain devices.

■只允许有资格的专业人员拆除安全设施和检修设备。

* Only qualified professionals are allowed to remove safety facilities and repair devices

■对设备进行操作的人员，包括操作人员、已培训人员、专业人员应该有当地国家要求的特种操作资

质，如高 压操作、登高、特种设备操作资质等。

* Personnel who operate the equipment, including operators, trained personnel, and professionals, must have local and

state-required special operation qualifications, such as high pressure operation, height climbing, and special equipment operation

qualifications.

■更换设备或部件(包括软件)必须由专业人员或授权的人员完成。

* Only professional or authorized personnel can replace the equipment or parts (including software).

5. 电气安全

Electrical Safety

5.1接地要求

Grounding Requirement

■需接地的设备，安装时，必须首先安装保护地线；拆除设备时，必须最后拆除保护地线。

* When installing a device that needs to be grounded, install the ground cable first. When removing a device, remove the

grounding cable at the end.

■禁止破坏接地导体。

* Do not damage the grounding conductor.

■禁止在未安装接地导体时操作设备。

* Do not operate the device without a ground conductor installed.

■设备应永久性的接到保护地。

* The equipment shall be permanently connected to the protected area.

■操作设备前，应检查设备的电气连接，确保设备已可靠接地。

* Before operating the device, check the electrical connections of the device to ensure that the device is properly grounded.

5.2常规要求

General Requirement

危险：

Danger:

在进行电气连接前，请确保设备无损坏，否则可能造成电击或起火。

* Before electrical connection, ensure that the device is not damaged; otherwise, electric shock or fire may occur.



HY8-15K 系列一体机用户手册 User Manual REV:B

17

■所有的电气连接必须满足所在国家/地区电气标准。

* All electrical connections must meet national/regional electrical standards.

■必须获得所在国家/地区电力部门许可，才能并网发电。

* You must obtain permission from the electricity authority of your country/region before you can connect to the grid.

■用户自备线缆应符合当地法律法规要求。

* Cables prepared by customers must comply with local laws and regulations.

■进行高压操作时，请使用专用绝缘工具。

*When performing high voltage operations, use special insulation tools.

危险：

Danger:

禁止带电安装、拆除电源线。电源线芯在接触导体的瞬间，会产生电弧或电火花，可导致火灾或人身

伤害。

* Do not install or remove power cables when the power is on. Transient contact between the core of a power cable and the

conductor generates electric arcs or sparks, which may cause fire or personal injury.

■设备电气连接之前，如可能碰到带电部件，必须断开设备前级对应的分断装置。

* Before electrical connection of the device, if live parts may be encountered, disconnect the corresponding breaking device at

the front of the device.

■连接电源线之前，必须先确认电源线标签标识正确再进行连接。

* Before connecting a power cable, ensure that the label on the power cable is correct.

■若设备有多路输入，应断开设备所有输入，待设备完全下电后方可对设备进行操作。

* If the device has multiple inputs, disconnect all inputs and perform operations on the device only after the device is

completely powered off.

5.3布线要求

Wiring Requirement

■线缆在高温环境下使用可能造成绝缘层老化、破损，线缆与发热器件或热源区域外围之间的距离 至

少为 30mm。

* If cables are used in a high temperature environment, the insulation layer may be aged or damaged. Keep at least

30mm away from the heating device or heat source area.

■同类线缆应绑扎在一起，不同类线缆至少分开 30mm 布放，禁止相互缠绕或交叉布放。

* Cables of the same type are bound together. Cables of different types are routed at least 30mm apart. Do not intertwine or

cross each other.

5.4安装环境要求

Installation Environment Requirement

■请确保设备的安装环境通风良好。

* Ensure that the installation environment is well ventilated.

■在设备运行时，请勿遮挡通风口或散热系统，以防止高温起火。

*When the device is running, do not block the vent or heat dissipation system to prevent high temperature fire.
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■禁止将设备置于易燃、易爆气体或烟雾的环境中，禁止在该环境下进行任何操作。

*Do not place the device in an environment with flammable or explosive gas or smoke. Do not perform any operations

in such an environment.

■禁止将设备置于高盐雾环境中。

* Do not place the device in an environment with high salt spray.

■安装地面荷载强度必须大于产品重量产生的荷载。

* The load strength of the installation ground must be greater than the load generated by the weight of the product.

■常年气温低于 0℃以下或高于 50℃以上的区域。

* The area where the annual temperature is below 0℃ or above 50℃.

■空气相对湿度小于 95%。

* The relative humidity of air is less than 95%

6. 机械安全

Machinery Safety

6.1钻孔安全

Drilling Hole Safety

在墙面、地上钻孔时需要考虑如下安全注意事项：

* Consider the following safety precautions when drilling holes on walls and ground:

■钻孔时应佩戴护目镜和保护手套。

*Wear safety goggles and protective gloves when drilling holes.

■钻孔过程中应对设备进行遮挡，严防碎屑掉入设备内部，钻孔后应及时打扫、清理碎屑。

* Cover the equipment during drilling to prevent debris from falling into the equipment. Clean the debris after drilling.

6.2搬运重物安全

Heavy Lifting Safety

■搬运重物时，应做好承重的准备，避免被重物压伤或扭伤。

*When carrying heavy objects, be prepared to bear them to avoid being crushed or sprained.

■用手搬运设备时，应佩戴保护手套，以免受伤。

*Wear protective gloves when handling devices to avoid injury.

<18 千克( <40 磅)

＜18kgs(40 Pounds)

1 人

1 People

18~32 千克(40~70 磅)

18-32kgs(40-70 Pounds)

2 人

2 People

32~55 千克(70~121 磅)

32-55Kgs(70-121 Pounds)

3 人

3 People

>55 千克(>121 磅)

＞55kgs(121 Pounds)

4 人或机械

4 People or Use Machine
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6.3调试安全

Debugging Security

■设备首次上电时，需由专业人员正确设置参数。

*When the device is powered on for the first time, professionals must set the parameters correctly.

6.4维护和更换

Maintenance and Replacement

危险：

Danger

设备在运行过程中，存在高电压，可能产生电击，导致人员死亡、严重的人身伤害或严重的财产损失。

所以在 进行任何维护工作之前，必须先将设备下电，并且严格按照本手册及其他相关文件中列出的安全

注意事项进行操作。

* When the device is running, a high voltage may generate electric shocks, resulting in death, serious personal injury, or

property damage. Therefore, before performing any maintenance, power off the device and strictly follow the safety precautions

listed in this manual and other related documents.

■请在熟悉理解本手册内容且有合适的工具及测试装置条件下，维护设备。

*Maintain the equipment when you are familiar with this manual and have appropriate tools and test devices.

■在进行维护工作之前，请先将设备下电，然后遵照延时放电标签的指示，等待相应的时间，确保设

备已下电，才能对设备进行操作。

* Before performing maintenance, power off the device and wait for the required time according to the delay discharge label.

Ensure that the device is powered off.

■在维护过程中，请尽量避免不相关的人员进入维护现场，必须竖立临时警示标志或栅栏进行隔离。

* During maintenance, avoid unnecessary personnel from entering the maintenance site. Temporary warning signs or fences

must be erected for isolation.

■如果设备出现故障，请联系您的经销商处理。

* If the equipment fails, please contact your dealer for treatment.

■故障必须处理完毕后，设备方可重新上电，否则可能引起故障扩大或设备损坏。

* Power on the device only after the fault is rectified. Otherwise, the fault may be extended or the device may be damaged.
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7. 基本特征

Feature

7.1. 工作模式

Working Model

HY8-15K 系列一体机可根据不同的要求提供多种工作模式。

* HY8-15K series All-in-One ESS Cabinet can provide a variety of operating modes according to different

requirements

工作模式: 自发自用( 带光伏电源)

Working Mode: Self-Generating and Use with PV Power

■优先级:负载>电池>电网

* Priority: Load > Battery > Grid

■这种模式适用于并网电价低、能源价格高的区域.

* This model is suitable for regions with low On Grid electricity prices and high energy prices.

■光伏发电产生的电能将首先用于为本地负载供电然后为电池充电，多余的电力将输

出到公共电网。

* The electricity generated by Solar Panel will first be used to power local loads and then to charge batteries,

with excess power being exported to the public grid.

工作模式:自发自用(无光伏电源)

Working Mode: Self-use without PV Power

■当没有光伏供应时，电池将首先为本地负载放电，当电池容量不足时，电网将供电。

*When there is no PV supply, the battery will first discharge for the local load, and when the battery capacity

is low, the grid will supply.

Working Mode: Peak Cutting and Valley Filling
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■优先级:电池>负载>电网(充电时)

* Priority: Battery > Load > Grid (when charging)

■优先级:负载>电池>电网(放电时)

* Priority: Load > Battery > Grid (when discharging)

■此模式适用于具有峰谷之间电价的地区，用户可以使用非峰值电 力为电池充电。

* This mode is suitable for areas with peak-to-valley electricity prices, users can use off-peak

power to charge the battery.

■充电和放电时间可以灵活设置, 还可以选择是否从电网充电。

* Charging and discharging times can be set flexibly, and you can choose whether or not to

charge from the grid.

工作模式:输入优先级

Working Mode: Input Priority

■优先级:负载>电网>电池

* Priority: Load > Grid > Battery

■这种模式适用于具有较高并网电价和出口管制的区域。

* This model is suitable for regions with high grid-connected prices and export controls.

■光伏发电将首先用于供应当地负载，然后输出到公共电网，冗余电源将为电池充电。

工作模式: 备用模式

Working Mode: Standby Mode

■优先级：电池>负载>电网

* Priority: Battery > Load > Grid

■该模式适用于频繁断电的区域。
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* This mode is suitable for areas with frequent power outages.

■当电网断开时，这种模式确保电池有足够的能量供应。

* This mode ensures that the battery has enough power to supply when the grid is

disconnected. ■

在这种模式下，电池将在设定时间内强制充电，并且在电网接通 时永远不会放电，它

还允许选择是否从电网充电。

* In this mode, the battery will be forced to charge for a set amount of time and will never

discharge when the grid is connected. It also allows the choice of whether or not to charge

from the grid.

EPS 状态

EPS Status

■当电网是 off 时，系统将通过光伏或电池提供应急电源，为家庭负载供电。

* When the grid is off, the system will provide emergency power via photovoltaic or
batteries to power household loads.

8. 电气连接

Electrical Connection

8.1光伏连接

PV Connection

选用性能优良、质量可靠的光伏组件。串联模块阵列的开路电压应小于最大直流输入电压，工作电压

应符合 MPPT电压范围。

Choose photovoltaic modules with excellent performance and reliable quality. The open-circuit voltage of the

series module array should be less than the maximum DC input voltage, and the working voltage should be within

the MPPT voltage range.

三相高压箱型号

3Phase High Voltage

COntroller Box Model

HY8K-（）-T HY10K-（）-T HY12K-（）-T HY15K-（）-T

最大支流电压(V)

Max Voltage(V)

1000

MPPT 电压范围(V)

MPPT Voltage(V)

125~850

单相高压箱型号

Single Phase Controller
HY7K-（）-S HY8K-（）-S HY9K-（）-S HY10K-（）-S
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Box Model

最大支流电压(V)

Max Tributary Voltage

500

MPPT 电压范围(V)

MPPT Voltage

Range(V)

125~500

Warning!
1. The photovoltaic voltage is very high, has reached the dangerous voltage range, please comply with the

electrical safety rules when connecting!

2. Please do not let the PV positive and negative ground!

Notice!
1. The following requirements for PV modules need to be applied to each input area!

2. Please do not ground PV positively or negatively!

3. To save cables and reduce DC losses, you are advised to install an inverter near the PV module!
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Notice!
1. The following photovoltaic connection modes are not allowed!

连接步骤:

Connection steps:

第一步：检查光伏组件

Step 1: Check the Photovoltaic Modules

1.1 使用万用表测量模块阵列电压。

1.1 Use a multimeter to measure the module array voltage.

1.2 正确地检查从光伏模块到汇流箱的 PV +和 PV-。

1.2 Correctly check the PV + and PV- from the PV module to the junction box.

1.3 请确保光伏对地球的正极和负极的阻抗应为 MΩ 级。

1.3 Please ensure that the impedance of photovoltaic to the Earth's positive and negative terminals is MΩ

level.

第二步：分离光伏连接器

Step 2: Separate the photovoltaic connectors

第三步：做线

Step 3: Make the thread

3.1 选择 12 AWG 导线与冷压端子（公针、母针）。

3.1 Select 12 AWG wire with cord end terminals (male or female).

3.2 从电线末端去除 10 毫米的绝缘层。

3.2 Remove 10mm insulation from the end of the wire.

3.3 将电线插入冷压端子（公针、母针）并用压线钳压紧。

3.3 Insert the wire into the cord end terminal (male needle and female needle) and press the wire with

crimping pliers.

第四步：将压好的导线与光伏连接器组装好。

Step 4: Assemble the pressed wire and photovoltaic connector.

第五步：将光伏连接器插入逆变器上相应的光伏连接器端口。

Step 5: Plug the photovoltaic connector into the appropriate photovoltaic connector port on the inverter.

PV Inverter
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8.2 电网连接

Grid Connection

电网电压为 220/240v, 频率为 50/60Hz。其他技术要求应符合当地公共电网的要求。

The grid voltage is 220/240v and the frequency is 50/60Hz. Other technical requirements shall meet the

requirements of the local public power grid.

三相高压箱型号

3Phase High Voltage

Controller Box Model

HY8K-（）-T HY10K-（）-T HY12K-（）-T HY15K-（）-T

电缆

Cable
4-5mm² 6mm²

微型断路器

Micro Breaker
20A 32A

单相高压箱型号

Single Phase Controller

Box Model

HY7K-（）-S HY8K-（）-S HY9K-（）-S HY10K-（）-S

电缆

Cable
8AWG 7AWG

微型断路器

Micro Breaker
50A 63A

微型断路器应安装在高压箱和电网之间，任何负载不应直接与高压箱连接。

The circuit breaker should be installed between the high voltage box and the power grid, and no load should

be directly connected to the high voltage box.

连接步骤:

Step 2

MC4 PV Connecter Male Female Needle

Nut

Step 3

Step 4
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Connection Steps:

第一步：检查电网电压。

Step 1: Check the power grid voltage.

1.1 检查电网电压，并与允许电压范围进行比较(请参考技术数据)。

1.1 Check the grid voltage and compare it with the allowable voltage range (refer to the technical data).

1.2 将电路从所有相位上断开，并防止重新连接。

1.2 Disconnect the circuit from all phases and prevent reconnection.

第二步：把 Grid接口插头找出，将尾部保护套拧开。

Step 2: Find out the plug of the Grid interface and unscrew the rear protective sleeve.

第三步:制做交流电线。

Step 3: Make AC wire.

3.1 选择合适的电线(电缆尺寸:参考推荐线径表格)。

3.1 Select the right wire (Cable size: refer to the recommended wire diameter table).

3.2 从电线末端移除 10 毫米的绝缘层。

3.2 Remove 10mm insulation from the end of the wire.

3.3 电线末端串入插头接线处，拧紧螺丝（线束定义参考接线定义表格）。

3.3 String the end of the wire into the plug connection and tighten the screws (refer to the wiring definition

table for the definition of wiring harness).

8.3 EPS连接(负载连接)

Load Connection
HY8-15K系列混合高压箱具有离网和并网功能，逆变器在电网打开时通过交流端口输出电能，并在电

网关闭时通过 EPS 端口输出电能。

The HY8-15K series hybrid high voltage controller box has off-grid and grid-connected functions. The inverter

outputs power through AC port when the power grid is on and EPS port when the power grid is off.

HY8-15K 系列被设计为两个 EPS 版本, 供客户根据本地规则进行选择。

The HY8-15K series is designed as two EPS versions for customers to choose from according to local rules

E 版本适用于需要 EPS 的负载侧地线与电网侧地线不隔离的布线规则(适用于大多数国

家)。

Version E applies to wiring rules that require EPS for load side ground wires and grid side ground wires that

are not isolated (for most countries).
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I 版本适用于需要 EPS 的负载侧地线与电网侧地线隔离的布线规则 (适用于澳大利亚

和新西兰 AS/NZS_3000:2012 的布线）。

Version I applies to the wiring rules that require EPS to isolate the load side ground wire from the grid side

ground wire (applicable to the wiring of Australia and New Zealand AS/NZS_3000:2012).

Pay attention!
If the connection mode of the local policy is inconsistent with the preceding
operation guide, the neutral line, connection Ground and RCD connection,
please contact us before any operation!



Fault diagnosis and solutions

28

连接步骤:

Connection steps:

第一步：制作 EPS（Back1、Back2）电线。

Step 1: Make EPS (Back1, Back2) wires.

1.1 选择合适的电线(电缆尺寸:参见下图)。

1.1 Select the right wire (Cable size: see the figure below).

1.2 从电线末端移除 10 毫米的绝缘层。

1.2 Remove 10mm of insulation from the end of the wire.

1.3 电线末端串入插头接线处，拧紧螺丝（线束定义参考接线定义表格）。

1.3 String the end of the wire into the plug connection and tighten the screws (refer to the wiring definition

table for the definition of wiring harness).

三相高压箱型号

3 Phase High Voltage

Controller Box Model

HY8K-（）-T HY10K-（）-T HY12K-（）-T HY15K-（）-T

电缆

Cable
5mm² 6mm²

微型断路器

Micro Breaker
25A 32A

单相高压箱型号

Single Phase High

Voltage Controller Box

Model

HY7K-（）-S HY8K-（）-S HY9K-（）-S HY10K-（）-S
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电缆

Cable
8AWG 7AWG

微型断路器

Micro Breaker
50A 63A

EPS 负载的要求：

EPS Load Requirement:

警告：

Warning:

■确保 EPS 负载功率额定值与 INEPS 输出功率额定值一致，否则高压箱将关闭输出并发出“过载”

声告。

* Make sure the EPS load power rating is the same as the INEPS output power rating, otherwise the high

pressure box will shut down the output and sound "overload".

■当出现 "过载" 时, 调整负载功率以确保其在 EPS 输出功率范围内，然后重新打开高压箱。

* When "overload" occurs, adjust the load power to ensure it is within the EPS output power range, then

reopen the high pressure box.

■对于非线性负载，请确保浪涌功率应在 EPS输出功率范围内。

* For nonlinear loads, ensure that the surge power should be within the EPS output power range.

下表显示了一些常见的可行负载, 供您参考。

The table below shows some common feasible loads for your reference.
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9. 设置

Setting

9.1 控制面板

Control Interface

9.2 LED指示灯状态说明

LED indicator status

description

整机状态

System Status

Grid(绿色)

Grid(Green)

EPS(绿色)

EPS(Green)

Alarm(黄色)

Alarm(Yellow)

Fault(红色)

Fault(Red)

初始化

Initializing

灭

Off

灭

Off

灭

Off

灭

Off

序号

NO.

名称

Name

描述

Description

A
LCD 显示

LCD Display

显示整机的所有信息

Displays all information about the system

B

指示灯

LED Indicator

亮: 逆变器工作在并网模式

On: The inverter works in grid-connected mode

灭: 逆变器不在并网状态

Off: The inverter is disconnected from the grid

C

亮: 逆变器工作在离网模式

On: The inverter works in off-network mode

灭: 逆变器没有工作在离网模式

Off: The inverter does not work in off-network mode

D

亮: 整机有告警

On: Whole machine have alarm

灭: 整机无告警

Off: Whole machine not have alarm

E

亮: 整机有严重故障

On: The system has a serious fault

灭: 整机没有故障

Off: The system is working well

F

触摸按键

Touch Key

Esc: 从当前设置界面返回

Esc: returns from the current Settings screen

G
Up: 将光标往上移动或者增加设置值

Up: Moves the cursor up or increases the setting value

H
Down: 将光标往下移动或者减小设置值

Dow: Move the cursor down or reduce the setting

I
Enter: 确认并保存当前的设置

Enter: Confirm and save the current Settings
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待机

Standby

灭

Off

灭

Off

灭

Off

灭

Off

并网

On Grid

亮

On

灭

Off

灭

Off

灭

Off

离网

Off Grid

灭

Off

亮

Of

灭

Off

灭

Off

旁路

By Pass

灭

Off

亮

On

亮

On

灭

Off

故障

Faulse

灭

Off

灭

Off

灭

Off

亮

On

9.3 快速设置指南

Quick setup Guide

(1) 首先设置对应的电网标准, PV 输入类型, 电池类型；

(1) First set the corresponding grid standard, PV input type and battery type;

电网标准：

Power grid standard:

注意: 如果在当地并网对无功功率有要求,请按如下参考设置所需要的无功功率。

Note: If the local grid connection requires reactive power, set the required reactive power according to the

following reference.

根据实际需要进行设置：

Set according to actual needs:
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PV 输入类型：

PV Input Type:

削峰填谷模式：

Peak cutting and valley filling mode:

削峰填谷模式设置完成后，还需要设置充放电时间。

After the peak cutting and valley filling mode is set, the charging and discharging time needs to be set.
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注意: 如果时间设置不正确,需要设置正确的时间后，按 Enter 后才会退出该界面。

Note: If the time setting is incorrect, you need to set the correct time and press Enter to exit the screen

(2) 根据实际情况选择相应的模式

Select a mode based on the actual situation

自发自用(系统默认模式)

Self-use (system default mode)

如要设置更多项目，请在完成设置后重新启动。

If you want to set more items, restart after the Settings are complete.

电池优先：

Battery first:
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注:选择电池优先模式时，应根据电池类型选择相应的充电电流。系统默认电流为 25A。

Note: When selecting the battery preference mode, the corresponding charging current should be selected

according to the battery type. The default system current is 25A.

10.显示及设置参数详细介绍

10. Display and set parameters in detail

10.1 LCD显示 LCD Display

10.1.1 PV1 参数显示界面

Parameter display interface

10.1.2 PV2 参数显示界面

Parameter display interface
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10.1.3 直流电压

DC Voltage

10.1.4 电池参数

Battery Parameter



Fault diagnosis and solutions

36

10.1.5电池信息

Battery Infomation

10.1.6 BMS参数

BMS Parameter

\

10.1.7 电网侧参数

Grid-connected output
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10.1.8 逆变器参数

Inverter Output

10.1.9 负载信息

Load
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10.1.10 逆变侧及电网侧功率

Inverter and Grid Power

10.1.11 PV,负载,电池侧的功率

PV/Load/Battery Power

10.1.12 整机内部环境温度, 逆变器及充电,放电器温度

Temperature
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10.1.13 状态信息

Status Infomation
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10.1.14 错误信息

Error Infomation

10.1.15 系统设置

System Setting
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10.1.16 用户设置

User Setting

进入设置时需要输入密码,详细信息如下:

The password is required to enter the Settings. The details are as follows:

10.2 设置

Setting

该界面用于选择峰值负

载偏移时间。

按 Up/Down键移动至相

应的选项。
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按 Enter 键进入所选菜

单。

按 Esc 键返回工作模式

界面。

② 后备使能

LCD界面 描述

-- 后备使能 --

→1: 禁止

2: 允许

当电网光伏关闭时，启用电池向负载供电。 默认选项是允许。

③ 电池唤醒

LCD界面 描述

--电池唤醒--

→1: 禁止

2: 允许

电池唤醒使能设置。

默认选项是禁止。

④ 程控使能

LCD界面 描述

--程控使能--

→1: 禁 止

2: 允 许

当您想要远程控制机器时，您需要启用它。 默认选项是禁止。

⑤ 开机延时

LCD界面 描述

--开机延时--

输入: 60

单位:: S

输入值范围从 20到 300，随不同标准而变化。

⑥ PV 输入类型

LCD界面 描述

--输入模式--

→1: 独立

2: 并 联

3: 恒 压

光伏输入模式设置。

默认出厂设置是独立的；

当并联输入设为独立模式时，光伏功率将不平衡。

10.2.2 电池参数

LCD界面 描述

--电池参数--

→ 1:电池型

2:电池放电深度

3:电池充电电流

该界面用于选择电池参数。

按 Up/Down键移动至相应的选项；

按 Enter键进入所选菜单；

按 Esc 按钮返回设置界面；

① 电池类型

LCD界面 描述

-- 电池类型--

1: 铅酸

该界面用于选择电池类型。

按 Up/Down键移动至相应的选项；
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→2: 自定义电

3: 派能锂电

4: 博强锂电

5: 拓邦锂电

按 Enter键进入所选菜单；

选择铅酸蓄电池，进入铅酸蓄电池界面；

选择 “自定义锂电池”，进入 “自定义锂电池”界面；

选择派能锂电池，进入派能锂电池界面；

自定义锂电池参数

LCD界面 描述

-- 自定义锂电池--

→1:充电电压

2:放电保护电压

3:充电保护电压

该界面用于选择自定义锂电池参数。

按 Up/Down键移动至相应的选项；

按 Enter键进入所选菜单；

选择包括电池充电电压、电池放电电压和电池过电压保护。

10.2.3 电网标准

LCD界面 描述

--电网标准--

→ 1：220V/50HZ

2 ：230V/50HZ

3 ：240V/50HZ

4 ：220V/60HZ

5：230V/60HZ

6：240V/60HZ

按 Up/Down键移动相应的选项。这里有 6种标准可供选择。

按 Enter键确认选择。

按 Esc 键取消选择并返回到设置界面(请参阅 10.2)

10.2.4 运行参数

LCD界面 描述

--运行参数--

→ 1：无功方式

2：并网功率

3：放电功率

4：电网电压低

5：电网电压高

6：电网频率低

7：电网频率高

按 Up/Down键移动至相应选项;

按 Enter键进入所选菜单；

按 Esc键返回设置界面，选项包括无功方式、并网 功率、放电功率、

电网电压低 、电网电压高、电 网频率低和电网频率高低/高电网频

率(见①至⑦)

①无功方式

LCD界面 描述

-无功方式-

→1：功因控制

2：无功控制

3：QU曲线

4：QP曲线

按 Up/Down键移动相应的选项；

按 Enter键确认，进入功率因数设置界面；

(选择 2，按 Enter键确认输入， 进入无功界面；选择 3、4，将选择

相应的模式并返回参数设置界面) 按 Esc键取消输入，返回操作参数

界面。

功因控制

LCD界面 描述

-功因设置- 按 Up/Down键来增加或减少所述输入数值;
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输入: C1.00

数值范围

(L1.00~C1.00)

按 Enter键确认，或按 Esc键取消输入并返回工作界 面；

输入值应在 L0.80和 L0.99或 C0.8和 C1.00之间

无功控制

LCD界面 描述

-无功功率-

输入: +60%

数值范围

(-60%~+60%)

按 Up/Down键调整输入数值；

按 Enter键确认，或按 Esc键取消输入并返回工作界 面；

输入值应在-60%和+60%之间，这随标准而变化。

② 并网功率

LCD界面 描述

-并网功率-

输 入 ：

100%

数值范围（0~100）

按 Up/Down键调整输入数字；

按 Enter键确认，或按 Esc键取消输入，返回操作参 数界面；

输入值应该在 0到 100之间。

③ 放电功率

-放电功率-

输 入 ： 050%

数值范围（0~100）

按 Up/Down键调整输入数字；

按 Enter键确认，或按 Esc键取消输入，返回操作参数界面；

输入值应该在 0到 100之间。

LCD界面 描述

-电网电压低-

输入：

单位： V

数值范围

(176~270V)

电网低压保护点。

按 Up/Down键调整输入数字；

按 Enter键确认输入;

按 Esc键取消输入，返回操作参数界面；

该值应在 176伏和 270伏之间， 这随不同标准而变化

⑤ 电网电压高

-电网电压高-

输入：

单位： V

数值范围

(240~280V)

电网过电压保护点

按 Up/Down键调整输入数值；

按 Enter键确认输入；

按 Esc键取消输入，返回操作参数界面；

该值应在 240伏和 280伏之间， 这随不同标准而变化。

⑥ 电网频率低

LCD界面 描述

--电网频率低--

输入：

单位： Hz

数值范围

(45~49.8)

电网低频保护点

按 Up/Down键调整输入数值；

按 Enter键确认输入；

按 Esc键取消输入，返回操作参数界面；

该值介于 45和 49.8之间，因标准不同而异。

⑦ 电网频率高

LCD界面 描述
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--电网频率高--

输入: 52.0

单位 : Hz

数值范围

(50.5~55)

电网超频保护点

按 Up/Down键调整输入数值；

按 Enter键确认输入；

按 Esc键取消输入，返回操作参数界面；

该值介于 50.5和 55之间，因标准不同而异。

8.2.5 485 地址

LCD界面 描述

--485地址--

输入： 1

数值范围

(1~64)

按 Up/Down键调整输入数值；

按 Enter键确认，或按 Esc键取消输入并返回设置界 面；

输入值应该在 1到 64之间。

8.2.6 485 波特率

LCD界面 描述

-- 选 择 --

1 ：2400 bps

2 ：4800 bps

→3 ：9600 bps

按 Up/Down键移动至相应的选项；

按 Enter键确认，或按 Esc键取消选择并返回设置界 面；

有三种可供选择的方案：2400/4800/9600。

8.2.7 语言

LCD界面 描述

--显示语种--

→1：中文 2：

ENGLISH

按 Up/Down键移动至相应的选项；

按 Enter键确认，或按 Esc键取消选择并返回设置界 面；

8.2.8 LCD 背光

LCD界面 描述

--背光时间--

输入： 20

单位： 秒

数值范围

(20~120)

按 Up/Down键调整输入数值；

按 Enter键确认，或按 Esc键取消输入并返回设置界 面；

输入值应该在 20到 120之间。

8.2.9 期/时间

LCD界面 描述

-- 日期/时间--

日期：2018-09-19

时间：10 ：01 ：12

星期：六

按 Up/Down键调整输入数值；

按 Enter键确认输入并返回设置界面；

按 Esc键返回设置界面；

输入值应该在 2000到 2099之间。

8.2.10 清除记录

LCD界面 描述

--清除记录 -- 在"查询/记录"菜单中清除所有以前的历史记录。 按 Up/Down键移动
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→1：取消

2：确认

至相应的选项；

按 Enter键确认，或按 Esc键取消选择并返回设置界 面；

8.2.11 密码设置

LCD界面 描述

--密码--

旧 的 ： XXXXX

新 的 ： XXXXX

确 认 ： XXXXX

该界面将用于更改进入设置界面的密码；

按 Up/Down键调整输入数值；

按 Enter键向后移动光标，确认修改并返回设置界面 按 Esc键向前移

动光标并返回设置界面；

8.2.12 维护

LCD界面 描述

→12:维护 仅限维护人员使用。

8.2.13出厂设置

LCD界面 描述

-出厂设置-

→1： 取消

2： 确认

按 Up/Down键移动至相应的选项；

按 Enter键确认选定的选项。

8.3 查询

LCD界面 描述

--查询--

→1 : 机器型号

2：序列号

3：软件版本

4：运行记录

按 Up/Down键移动至相应的选项；

按 Enter键进入选定的选项；

按 Esc 按钮返回用户界面(请参阅 8.1.16);

有四个可选选项：机器型号、序列号、软件版本 和运行记录(请参阅

1至 4)。

① 机器型号

LCD界面 描述

--机器型号--

R5KL1

该界面显示逆变器的机器型号。

按 ESC键返回查询界面。

② 序列号

LCD界面 描述

-- 序 列 号 --

GUID:05DBFF38

430987323639424E

该界面显示逆变器的序列号；

这对于任何设备和任何上下文中都是唯一的。

③ 软件版本

LCD界面 描述

--软件版本 -- ARM:

V1.00.21

DSP: V1.01.10

该界面显示逆变器 ARM和 DSP的软件版本； 按 Esc键返回查询界

面。

④ 运行记录

LCD界面 描述
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--记录(01)--

02: 电池未连接

出现 : 08-12 15:12 消

失:

记录(01):故障记录总数(最多 500条)(标记为 1的为

最新故障或警报)；

02 : 故障代码(详见第 9章故障诊断表)；

出现:故障出现的时间；

按 Up/Down键查看记录；按 Enter键进入相应记录 的描述界面；按

Esc键返回查询界面。

8.4统计

LCD界面 描述

--统计--

→1：时间统计.

2：并网次数

3：功率峰值

4： 当天发电量

5：当月发电量

6：当年发电量

7：总发电量

此界面用于选择统计项目；

按 Up/Down键移动至相应的选项；

按 Enter键进入所选菜单；

按 Esc键返回到用户界面；

总共有七种选项:

时间统计/并网次数/峰值功率/当天的发电量/当月的发电量/当年的发

电量/总发电量(参见 1至 7)。

① 时间统计

LCD界面 描述

--时间--

运行： 5

并网： 0

单位：小时

逆变器运行时间(小时)

电网并网时间(小时)

按 Esc键返回统计界面。

② 并网次数

LCD界面 描述

-- 并网次数 --

数值： 0

该界面显示逆变器的并网次数；

按 Esc键返回统计界面。

③ 功率峰值

LCD界面 描述

--功率峰值--

启动后： 5000

当天峰值: 0

单位： W

此界面显示历史记录和当天的功率峰值。

按 Esc键返回统计界面。

④ 当天发电量

LCD界面 描述

--当天--

光 伏 ： 0.0KWH

并 网 ： 0.0KWH

耗 能 ： 0.0KWH

该界面显示当天的发电量(千瓦时)

光伏发电量；

并网发电量；

负载和逆变器的功耗；
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按 Esc键返回统计界面。

⑤ 当月发电量

LCD界面 描述

--当月--

光 伏 ： 0.0KWH

并 网 ： 0.0KWH

耗 能 ： 0.0KWH

该界面显示当月的发电量(千瓦时)

光伏发电量；

并网发电量；

负载和逆变器的功耗；

按 Esc键返回统计界面。

⑥ 当年发电量

LCD界面 描述

--当年--

光 伏 ： 0.0KWH

并 网 ： 0.0KWH

耗 能 ： 0.0KWH

该界面显示全年发电量(千瓦时)

光伏发电量；

并网发电量；

负载和逆变器的功耗；

按 Esc键返回统计界面。

⑦ 总发电量

LCD界面 描述

--总发电量--

光伏： 0.0KWH

并网： 0.0KWH

耗能： 0.0KWH

该界面显示总发电量(千瓦时)

光伏发电量；

并网发电量；

负载和逆变器的功耗；

按 Esc键返回统计界面。
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Setting

10.2.1 System Setting

①Work Mode
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Select the peak clipping and valley filling mode, you also need to set the charge and discharge time.

Time Setup

②EPS Enable

③Battery Wake Up Enable
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④Remote CTRL

⑤Start Delay

⑥PV Input
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10.2.2 Battery Setting

①Battery Type
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Cusom Lithium Battery Parameter

Lead ACID Battery Parameter

①Charge Voltage



Fault diagnosis and solutions

54

②Battery Power End Voltage

③Battery Over Power

④Battery Capacity
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10.2.3 Grid Standard

10.2.4 Run Setting



Fault diagnosis and solutions

56

①Reactive Mode

Power Factor Setting
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Reactive Mode

②Grid Connected Power

③Discharge Power
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④VAC- Min

⑤VAC-Max

⑥FAC-Min
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⑦FAC-Max

10.2.5 485 Address

10.2.6 Baud Rate
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10.2.7 Luanguage

10.2.8 LCD Back Light

10.2.9 Date/Time
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10.2.10 Clean History

10.2.11 Password Setting

10.2.12 Maintenance
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10.2.13 Factory Reset

10.2.14 Inquiry

①INV Module
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②Module SN

③Firmware Version

④Runsing Record
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10.2.15 Statistics

①Time STAT

②CONNE Times
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③Peak Power

④E-Today

⑤E-Month
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⑥E-Year

⑦E-Total

11. 故障诊断

当你遇到了如下问题,请参考如下的解决方案,如果问题仍然没有解决, 请咨询当地的分销商。

故障诊断表

故障内容
故障

代码
解决方案

放电过流
00

29

(1) 等待 1min 后逆变器会自动重启。

(2) 检查负载大小是否与规格书中描述相符

(3) 切断所有的电源开关,等待显示屏灭掉后整机再次 上电。

(4) 如果仍然存在问题,检查负载端是否有短路。

过载 01

(1) 检查负载大小是否小于整机最大功率 。

(2) 切断所有的电源开关,等待显示屏灭掉后整机再次 上电。

(3) 如果仍然存在问题,检查负载端是否有短路。

电池未连接 02

(1) 检查电池是否接入

(2) 检查电池的连接线是否有开路

(3) 如果问题仍然没有解决请咨询当地的分销商。

电池欠压
03

04

(1) 检查电池的电压设置范围是否和当前的电池兼容。

(2) 检查电网,PV 是否有电, 如果没有,来电后就会自动给电池充电。



Fault diagnosis and solutions

67

26 (3) 如果问题仍然没有解决请咨询当地的分销商。

电池过压
05

27

(1) 检查电池的电压设置范围是否和当前的电池兼容

(2) 检查电网是否断电，如果电源关闭，等待电网通电，电网将自动给电池充

电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

电网欠压 06

(1)检查电网是否异常

(2) 整机下电,等待 LCD 显示屏关掉后,上电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

电网过压 07

(1)检查电网是否异常

(2) 整机下电,等待 LCD 显示屏关掉后,上电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

电网频率低 08

(1)检查电网是否异常

(2) 整机下电,等待 LCD 显示屏关掉后,上电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

电网频率高 09

(1)检查电网是否异常

(2) 整机下电,等待 LCD 显示屏关掉后,上电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

漏电流超标 10

(1) 检查光伏板是否存在对地短路

(2) 检查负载侧对 PE 是否漏电.

(3) 如果问题仍然没有解决请咨询当地的分销商。

Pv 未连接 11

(1) 检查光伏板是否连接到及其相应端口

(2) 整机前面板的 PV 开关没有闭合

(3) 检查光伏板是否已损坏 .

电网 CT 接反 12
(1) 检查 CT 的接线方向是否正确

(2) 如果问题仍然没有解决请咨询当地的分销商。

母线低压 13

(1) 检查输入模式设置是否正确。

(2) 整机下电,等待 LCD 显示屏关掉后,上电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

母线过压 14

(1)检查输入模式设置是否正确。

(2) 整机下电,等待 LCD 显示屏关掉后,上电。

(3) 如果问题仍然没有解决请咨询当地的分销商。

逆变过流 15
(1) 整机下电,等待 LCD 显示屏关掉后,上电。

(2) 如果问题仍然没有解决请咨询当地的分销商。

充电器过流 16

(1) 检查电池侧是否有短路

(2) 检查充电电流设置

(3) 整机下电,等待 LCD 显示屏关掉后,上电。

母线电压震荡

17

18

19

20

(1)整机下电,等待 LCD 显示屏关掉后,上电。

(2) 如果问题仍然没有解决请咨询当地的分销商。
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11. Faultdiagnosis

The inverter is easy to maintain. When you encounter the following problems, please refer to
the Solutions below, and contact the local distributor if the problem remains unsolved. The
following table lists some of the basic problems that may occur during the actual operation as
well as their corresponding basic solutions.

环境温度高 21

(1) 检查当前的环境温度是否超过了推荐的工作温 度.如果是,整机断电一小

时后重新上电。

(2) 如果问题仍然没有解决请咨询当地的分销商。

电池温度高 23
(1) 整机断电一小时后重新上电。

(2) 如果问题仍然没有解决请咨询当地的分销商。

电池温度地 24
(1) 检查电池附近的环境温度，看是否符合规格。

(2) 如果问题仍然没有解决请咨询当地的分销商。

电池单体压差大 25

(1) 对电池进行连续的充放电,具体操作为首先断开 电网侧,PV 侧一小时,电

池放电一小时后重新合上电 网侧,PV 侧开关给电池进行充电,循环 1到 2个周期

后,电池电压就会恢复正常。

(2) 如果问题仍然没有解决请咨询当地的分销商。

充电过流 28

(1) 检查电池线是否短路

(2) 检查充电电流的设置

(3) 整机下电,等待 LCD 显示屏关掉后,上电。如果问 题仍然没有解决请咨询

当地的分销商。

母线软起失败

逆变软起失败母线

短路

逆变短路风扇故障

BUS 继电器故障

GridRelay 故障 EPS

继电器故障 GFCI 故

障

内部CT故障 离网

Relay 故障 系统故

障

32

33

34

35

36

38

39

40

41

42

44

45

(1) 整机下电,等待 LCD 显示屏关掉后,上电。

(2) 如果问题仍然没有解决请咨询当地的分销商。

PV 绝缘阻抗低 37
(1) 检查 PE 线是否接地

(2) 如果问题仍然没有解决请咨询当地的分销商。

Pv 短路 43
(1) 整机下电,等待 LCD 显示屏关掉后,上电。

(2) (2)如果问题仍然没有解决请咨询当地的分销 商。

电池接反 46
(1) 检查电池正负极接线是否正确。

(2) 如果问题仍然没有解决请咨询当地的分销商。



Fault diagnosis and solutions

69

Fault diagnosis table

Content Codes Solutions

DischgOverCur 00
29

(1) nothing need to do, Wait one minute for the

inverter to restart.

(2) Check whether the load is in compliance with the

specifi cation.

(3) Cut off all the power and shut down all the machines;

disconnect the load and plug in to restart machines, then check

whether the load is short circuited if the fault has been

eliminated.

( 4) Contact customer service if error warning continues.

Over Load 01 (1) Check whether the load is in compliance with the

maximum power of the machine.

(2) Cut off all the power and shut down all the machines;

disconnect the load and plug in to restart machines, then check

whether the load is short circuited if the fault has been

eliminated.

( 3) Contact customer service if error warning continues.

BatDisconnect 02 (1) Check if the battery not connected.
( 2) Check if battery wiring port is open circuited .
(3 ) Contact customer service if error warning continues.

Bat Under Vol 03
04
26

( 1) Check if the battery is in line with the presetting, If so,

power off and restart.

( 2) Check if the grid is powered down. If the power is off,

wait for the grid to powered up, the grid will automatically

charge the

battery.

(3 ) Contact customer service if error warning continues.
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Bat Over Vol 05
27

(1) Check if the battery is in line with the presetting, If so,

power off and restart.

( 2) Contact customer service if error warning continues.

gird low vol 06 (1) Check if the grid is abnormal.
(2) Restart the inverter and wait until it functions normally.
( 3) Contact customer service if error warning continues.

grid over vol 07 (1) Check if the grid is abnormal.
(2) Restart the inverter and wait until it functions normally.
( 3) Contact customer service if error warning continues.

grid low freq 08 (1) Check if the grid is abnormal.
(2) Restart the inverter and wait until it functions normally.
( 3) Contact customer service if error warning continues.

grid overFreq 09 (1) Check if the grid is abnormal.
(2) Restart the inverter and wait until it functions normally.
( 3) Contact customer service if error warning continues.

gfci over 10 ( 1) Check PV string for direct or indirect grounding phenomenon.
( 2) Check peripherals of machine for current leakage.

(3 ) Contact the local inverter customer service if fault remains

unremoved.

SolarUnconect 11 (1) PV is not connected.
(2) PV switch is not closed.
(3) Check PV availability.

Grid CtReverse 12 ( 1) Check whether the CT is connected in the correct direction.

(2 ) Contact customer service if error warning continues.
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bus under vol 13 (1) Check the input mode setting is correct.
(2 ) Restart the inverter and wait until it functions normally.
( 3) Contact customer service if error warning continues.

bus over vol 14 (1) Check the input mode setting is correct.
(2 ) Restart the inverter and wait until it functions normally.
( 3) Contact customer service if error warning continues.

inv over cur 15 (1 ) Restart the inverter and wait until it functions normally.
( 2) Contact customer service if error warning continues.

chg over cur 16 (1) Check if battery wiring is short circuited.
( 2) Check if charging current is in compliance with presetting.
( 3) Contact customer service if error warning continues.

bus vol osc

inv under vol

inv over vol

InvFreqAbnor

17
18
19
20

(1) Cut off all the power and shut down all the machines and

restart.

( 2) Contact customer service if error warning continues.

env temp high 21 (1) Cut off all the power of the machine and wait one hour, then

turn on the power of the machine.

( 2) Contact customer service if error warning continues.

bat over temp 23 ( 1) Disconnect the battery and reconnect it after an hour.
( 2) Contact customer service if error warning continues.

Bat UnderTemp 24 (1) Check the ambient temperature near the battery to see if it

meets the specifi cations.

( 2) Contact customer service if error warning continues.

BatCellUnball 25 ( 1) Break the grid, use the battery to supply power to the

load, reconnect the grid side switch after half an hour,Wait

another

half an hour and check the fault status again.

( 2) Contact customer service if error warning continues.
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chg over cur 28 ( 1) Check if battery wiring port is short circuited .

(2) Check if charging current is in compliance with presetting.

(3) Contact customer service if error warning continues.

bus soft fail

inv soft fail

bus short

inv short

fan fault

BusRelayFault

GridRlyFault

EPS rly fault

gfci fault

Load Ct fault

Off gridRlyFal

system fault

32

33

34

35

36

38

39

40

41

42

44

45

(1) Restart the inverter and wait until it functions normally.

(2 ) Contact customer service if error warning continues.

pviso low 37 (1) Check if the PE line is connected to the inverter and is

connected to the ground.

( 2) Contact customer service if error warning continues.

pv short 43 (1) Restart the inverter and wait until it functions normally.

( 2) Disconnect the PV input, restart the inverter and wait until

it functions normally.

(3 ) Contact customer service if error warning continues.

bat reverse 46 (1) Check if the inverter battery positive and negative

connection is correct.

(2 ) Contact customer service if error warning continues.
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