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300V–600V Mining
Battery System
For underground loaders, drill rigs and haul trucks

72–432.7kWh | Liquid Cooling | IP67 | LFP

Features

High-Voltage Mining Platform

300V–600V LFP platform for underground mining 
vehicles.

Liquid Cooling & Smart BMS

Liquid cooling with BMS and CAN communication.

Reinforced IP67 Construction

Thick and reinforced steel housing for harsh 
underground duty.

Modular Energy Expansion

Series and parallel expansion up to 432.7kWh.

Single-Pack Summary

313.6V | 230Ah | 72kWh

Nominal Voltage 313.6V

Rated Capacity 230Ah

Energy 72kWh

Max. Continuous 
Discharge

230A

Peak Discharge 600A for 3 seconds

Protection IP67

Liquid-cooled LFP power for underground mining.

Underground Mining Applications

Purpose-Built Mining Performance

Long Cycle Life

More than 4,000 cycles

Recommended Charging

150A recommended charge current

Reinforced Housing

Thick and reinforced steel housing

Smart BMS & CAN

BMS with CAN communication and project-
specific integration
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300V–600V Underground Mining Battery Specification

Customized for Your Mining Machine Contact Bonnen for a custom quote

www.bonnenbatteries.com

Basic

Product name 300V–600V Lithium Battery System for Underground Mining Machines

Intended applications Underground loaders; drilling trucks; haul trucks; battery-electric mining vehicles

Chemistry LiFePO4

Cooling Liquid cooling

Housing Thick and reinforced steel

Cycle life More than 4,000 cycles

Dimensions Customized per project

System Configurations

Single pack 313.6V | 230Ah | 72kWh

Four packs 627.2V | 460Ah | 288.5kWh

Six packs 627.2V | 690Ah | 432.7kWh

Weight Customized per project

Mounting Customized per project

Connectors Customized per project

Electrical & Environmental

Recommended charge current 150A

Maximum continuous discharge 230A

Peak discharge 600A for 3 seconds

Protection IP67

Charge temperature 0°C to 45°C

Discharge temperature -20°C to 60°C

BMS, Communication & Integration

BMS Smart BMS

Communication CAN communication

Expansion Series and parallel expansion

BMS logic Customized per project

Interfaces Customized per project

Certification & Customization

Certifications MSDS, UN38.3, CE, CB, IEC 62619, UL

OEM engineering support Customized per project

Bonnen Battery  |  Custom Lithium Battery Pack Manufacturer www.bonnenbatteries.com  |  info@bonnenbatteries.com


	幻灯片 1
	幻灯片 2

